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ACTED BÖLGE MÜDÜRLÜĞÜ İHALE ÇAĞRISI
Teklif Sahiplerine Talimatlar

Tarih: 8-Temmuz-2024  

İhale N°: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

Konu: Hatay’da Katlanabilir Konteyner Rehabilitasyonu ve Modernizasyonu (Tedarik ve Montaj)
ACTED, bu ihale paketi aracılığıyla nitelikli bir tedarikçiden Hatay'daki Katlanabilir Konteynerlerin Rehabilitasyonu ve İyileştirilmesi için teklifini sunmasını talep ediyor.
TEKNIK OZELLIKLER : 

	Description
	 Unit 
	QYT
	Image 

	Frame
(hot rolled galvanized steel-st37-Low carbon profil- weldable )
	Roof Beam 1
Type:Rectangular Tube Frame 
Dimensions: 50mm x 100 mm 
thickness: 1.5 mm 
	1 Meter
	1
	[image: ]

	
	Roof Beam 2
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1.2  mm 
	1 Meter
	1
	

	
	Roof Beam 3
Type:Square Tube Frame 
Dimensions: 40mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 4
Type:Rectangular Tube Frame 
Dimensions: 20mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 5
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1  mm 
	1 Meter
	1
	

	
	Roof Beam 6
Type:Rectangular Tube Frame 
Dimensions:60mm x 80 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 7
Type:Rectangular Tube Frame 
Dimensions:30mm x 50 mm 
thickness: 1.2 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:140mm x 60 mm 
thickness: 4 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:160mm x 80 mm 
thickness: 3  mm 
	1 Meter
	1
	

	
	Folding Beam
Type: P-Shape Steel
Dimensions: 37mm x 60 mm 
thickness: 2mm
 
	1 Meter
	1
	[image: ]

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:170mm x 50 mm 
thickness: 2.5  mm 
	1 Meter
	1
	[image: ]

	Hinges
Cat.1
	Material thickness – 1.7 mm
Frame hinges
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	[image: ]

	Hinges
Cat.2
	Material thickness – 5 mm
Frame hinges 
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	

	High-temperature resistant 5 mm silicone non-combustible rock
Flame-retardant
	1 Square Meter
	1
	[image: ]

	Membranes (sheets) 3 mm (Galvanized sac ) 
Plate dimensions: 1500x6000x3 mm 
low carbon - weldable 
	PCs
	1
	[image: GALVANİZ SAC – Sebat Metal]

	Hinges
	Dimensions:
9x1.5 cm
Compatible with doors and windows 
Product Composition:
Interior: Durable sheet metal
Exterior: Plastic coating
Ease of Installation:
Easily mountable
Can be installed using a drill and screws
Min screws count is 8.
Distributed as demonstrated in the photo 
	PCs
	1
	[image: ]

	Window and Door
	Acoustic Aluminum Window Handle
	PCs
	1
	[image: ]

	
	Door Handle 
Nickel Satin Room Door Handle (Set of 2 - Front and Back double set )
8 screws 
Right direction 
The hight Is 30 cm 
	PCs
	1
	[image: ]

	
	Door Lock, Lock body and Catch plate 
Should complies with  TS EN 12209 standard. 
Suitable lock for foldable container doors and compatible with the mentioned  door handle  
It typically includes the following components:

1 Cylinder (Barel): This is the main part of the lock, made of brass with a nickel coating. 
1 Mounting Screw: Used for easy installation.

Multi spindle door lock

3 Keys: Nickel-plated, multi-channel keys for secure and convenient use.

Lock Body is included

Material of Lock Body: Galvanizli steel

Color of lock Body : Silver color 

2 door lock catch plates: made of iron, high hardness and wear corrosion, anti-oxidation. (Mentioned Hanlde, lock, body lock, and lock catch plate are compatible) 

The mentioned Door Hanlde, the lock, catch plates and the lock body should be compatible) 
	PCs
	1
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	Ready Window 90 x 90 Ready PVC Window with Glass
Frame
White PVC Frame supported by steel membranes 
Othrer properties 
one side could be open fixed with two higes  (already mentioned)
compatible with the window handle (already mentioned)
	PCs
	1
	[image: ]

	
	PVC Door and Window Seal Gasket PVC Gasket
	Meter
	1
	[image: ]

	
	White PVC Frame supported by steel membranes  suitable for 90x90 cm window frames 
	Meter
	1
	[image: ]

	Super Assembly Adhesive 300 ml
	It is a construction assembly adhesive for bonding and gap filling purposes. It is used for all assembly bonding tasks in both indoor and outdoor environments. It is resistant to weather conditions, water, and chemicals. It allows for assembly without the need for nails, drills, or screws. It bonds PVC and wooden skirting boards, sills, door and window thresholds, connection boxes, synthetic materials, decorative stones and ceramic tiles, concrete, bricks, plaster, plastic, wooden and metal panels.

Specifications:

It is single-component.
It is solvent-based.
It is heat-resistant.
It is weather-resistant.
	PCs
	1
	[image: ]

	   Roof Covering Plate
	Galvanized color metal sheet of 0.8mm thickness, with white-gray color, cold-formed with natural rainspout system
	Squared Meter
	1
	[image: ]

	Roof Insulation Layer
	50mm thickness Rockwool sandwich panel, with 0.4mm thickness galvanized color metal sheet on both side
	Squared Meter
	1
	

	PVC Flooring
	 Plastic floor leather 2mm thickness to be fixed by glue 
6 x 36 inch
Color: wood pattern 
	PCs
	1
	[image: ]

	Floor Board
	Cement calcium silicate board 18mm thickness
	Squared Meter
	1
	[image: ]

	Bottom Sealing
	PU foam seal at the four sides;
750 ml
	PCs
	1
	[image: ]

	Container House Wall panels
	Thickeness: 50mm /75mm;
Insulation Core: Fiber glass / Rockwool / EPS;
 A2 class fire resistance Rockwool sandwich panel, 50mm thickness with 0.4mm thickness galvanized color metal sheet on both side;
	Squared Meter
	1
	[image: ]
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	Providing and Installing White Plastic PVC Wall and Ceiling Cladding (As shown in Lambri sheet)
Shape: Flat
Appearance: Patterned
Depth: 1 cm
Color: White
	Squared Meter
	1
	[image: Galvanized Trapezoidal Corrugated Sheet]
[image: Fugalı Beyaz Plastik Pvc Duvar - Tavan Lambiri / 10 Adet 20 Cm X 1 Metre - 2 Metrekare]

	Electric
	Electic wires
Providing and extending main electrical wires of good pure copper diameter of 2 * 4 mm
	1 Meter
	1
	[image: ]

	
	Plug Socket
Voltage:220 volt 
Amberage: 16A
Grounding: Grounded 
Material: Fire Resisting 
	PCs
	1
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	Bulb socket
E27 Socket for bulbs 
	PCs
	1
	[image: ]

	
	Bulb
50-65w Led bulb white color(6500K) 
	PCs
	1
	[image: ]

	
	Electric Wires Duct
Hard Plastic 20X10 Cable Duct with Self-Adhesive 2 Meters
	PCs
	1
	[image: ]

	
	differencial breaker
- Residual Current Circuit Breaker (RCCB): Humble AC 2P 6kA RCCB RCD designed for protection against electric shock and fire caused by earth fault currents.
- Type: 10mA electronic type.
- Power Supply Connection: The power supply should enter from the top and exit from the bottom. The neutral wire should be on the left, and the live wire should be on the right.
- Nominal Voltage: The default nominal voltage for the product is 230V.
- Application: Suitable for electrical circuits with a nominal voltage of 230/400V AC and a frequency of 50/60Hz. Rated for a nominal current up to 16A.
- Protection: The RCCB provides indirect protection for the operator against electric shock by disconnecting the exposed live parts if they are properly connected to an appropriate pole. It also protects against fire hazards due to earth fault currents when there is a failure in the overcurrent protection device.
- Color: White.
- Material: Made from ABS plastic.
- Package Contents: The package includes 1 circuit breaker. No other items are included.
Special Tips:
1. Supplementary Protection: An RCCB with a nominal sensitivity of up to 10mA can be used as a supplementary protection device if the other protective device fails to provide protection against electric shock.
2. Non-Professional Use: Designed for household installations and similar applications, the RCCB is intended for use by non-professionals and requires no maintenance.
3. Protection Mechanism: The RCCB provides protection against electric shocks caused by direct contact with either of the two protected lines or by leakage current between these two lines.
4. Overvoltage and Overcurrent Precautions: To guard against potential overvoltages and overcurrents at the power input side, it is recommended to install special devices like surge protectors, lightning arresters, etc., on the input line of the RCCB.
5. Functionality Compliance: The RCCB with an "ON-OFF" indicator device is considered functional if it meets the above conditions and applications.
- Product: 2P 6kA RCCB RCD 230V, 16A 10mA electronic type.
- Features: Provides protection against electric shocks and fire hazards caused by earth fault currents, non-professional use, no maintenance required.
- Installation and wiring included
install surge protection devices on the input line.
- Packaging: Includes 1 circuit breaker in the package.
- The case must be durable, water and dust proof and compatible the differential breaker
- The case should be fixable to the container walls without the possibility of falling down.
	PCs
	1
	[image: Humble Ac 2p 6ka Rccb Rcd 230V Kaçak Akım Devre Kesici Diferansiyel Kesici Emniyet Anahtarı Tord4-63, 2p 16A 10MA (Yurt Dışından)]
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	Equipment 
	Rubber Roller for Glue
Length: 4"
	PCs
	1
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	Drilling Screws
	Countersunk Head Drill Bit Smart Screw Set 420 pcs
This set includes a variety of self-drilling screws with countersunk heads, commonly used for fastening applications in construction and manufacturing. The screws are sorted by size and come with an organizer box for convenient storage and use.
Contents of the Set:
- Countersunk Head Drill Bit Screws:
  - 40 pcs - 3.9 x 13 mm
  - 40 pcs - 5.5 x 55 mm
  - 40 pcs - 3.9 x 16 mm
  - 40 pcs - 3.9 x 19 mm
  - 40 pcs - 3.9 x 25 mm
  - 40 pcs - 3.9 x 32 mm
  - 40 pcs - 4.2 x 13 mm
  - 40 pcs - 4.2 x 16 mm
  - 40 pcs - 4.2 x 19 mm
  - 40 pcs - 4.2 x 25 mm
  - 30 pcs - 4.2 x 32 mm
  - 30 pcs - 4.2 x 18 mm
 
- Organizer:
  - 1 Organizer Box: Included for easy storage and sorting of screws.
 
Key Features:
- Material: High-quality steel for durability and strength.
- Design: Countersunk head allows for a flush finish with the surface, providing a neat appearance.
- Self-Drilling: Equipped with a drill bit tip for easy penetration without the need for pre-drilling.
- Organized Storage: Comes with a sturdy organizer box, ensuring that screws are kept in order and are easy to access when needed.
 
Packaging:
- Total: 420 screws, sorted by size in the organizer box.
 
	Set
	1
	[image: Site Hırdavat Yıldız Havşa Başlı Matkap Uçlu Akıllı Vida Seti 420'li]

	TARPAULIN
	Heavy Duty Tarp 
High-quality tarpaulin: stitched on all four sides (double layer) and with fastening capsules (holes) at 1-meter intervals on each side. 
Durable, waterproof, and snowproof.
First-classIt is UV-stabilized and protected from sunlight. 
Edges are stitched and equipped with metal eyelets.
All materials suitable for installation like (wires ropes  clips or metal caps)
(The ability to use it to above the container, in the walls and in front of the container) 
Dimensions 
5x8 m
Other Features
 100% waterproof tarpaulin provides all-weather protection for your belongings
 Anti-UV material prevents damage from sun exposure
Tear-resistant design ensures durability and longevity
Reinforced grommets offer a secure and stable fit
 Perfect for camping, tent storage, and outdoor activities
Other supplements 
should be provided by the needed supplements like robes and hinges to be fixed to the container and installed in durable way. 
	m2
	1
	[image: ]

	Carpet felt (Keçe)
	Thickness: min 5mm 
Product Type: Felt Carpet
Yarn Type: 100% Polyester
Base: Gel Base
roll
	m2
	1
	[image: ]




TEDARIKÇININ SORUMLULUKLARI:

PRO-06.3 Teklif Sahibi KONTROL LİSTESİ_v2.0_FINAL'de listelendiği gibi gerekli tüm unsurları ve sunumları içeren bir Teklif sunmak.

Tüm belgelerin Teklif Sahipleri tarafından doldurulması, tarih atılması, imzalanması ve damgalanması/Kaşelenmesi gerektiğinin dikkate alınması önemlidir.

GENEL ŞARTLAR:

1. Bu İhalenin kapanış tarihi 22 Temmuz 2024 Pazartesi günü, Gaziantep saatiyle 17:00 olarak belirlendi.

· Teklifin sunulması elektronik olarak yapılacaktır; Tüm Teklifler elektronik kopya olarak aşağıdaki e-postalara gönderilecektir:

· Email Adresi: Turkey TENDER turkey.tender@acted.org 

2. Bir teklif sahibinin bu ihale çağrısına teklif sunması, ihalede kontrat değerlendirmesiyle sonuçlanmayabilir.
3. Geç teklifler değerlendirmeye alınmayabilir.
4. Fonların yalnızca insani amaçlarla ve bağışçıların uyumluluk gereksinimlerine uygun olarak kullanılmasını sağlamak için, tüm teklifler ACTED'in terörle mücadele politikası uyarınca yüklenicilerin terörle mücadele listelerinde yer almaması koşuluna tabidir. Bu amaçla ACTED, herhangi bir yükleniciye, yönetim kurulu üyelerine, personeline, gönüllülerine, danışmanlarına, finansal hizmet sağlayıcılarına ve alt yüklenicilerine karşı terörle mücadele kontrolleri yapma hakkını saklı tutar..
5. Bu ihaleyle ilgili tüm sorularınız için lütfen en geç 18 Temmuz 2024 Perşembe günü saat 13.00'e kadar aşağıdaki e-posta adresine e-posta gönderin.

To: Turkey TENDER turkey.tender@acted.org  
Tüm sorular, bu İhaleyi aldığınız e-postadaki "Tümünü yanıtla" bölümünde yanıtlanacaktır.
6. Yazılı olarak gelen soruların yanıtları, E-posta yoluyla soru soran tüm satıcılarla paylaşılacaktır.
7. Gizli anlaşma uygulamaları yasaktır ve teklifin reddedilmesine yol açacaktır.
8.   ACTED, yolsuzluğa karşı sıfır tolerans yaklaşımını benimser ve faaliyetlerinde verimlilik, sorumluluk ve şeffaflık açısından en yüksek standartlara uymaya kararlıdır. Özellikle ACTED, kuruluş içinde şeffaflığı teşvik etmek ve sağlamak için katılımcı bir yaklaşım benimsemiş ve özel bir telefon numarası ve e-posta adresi aracılığıyla ulaşılabilecek bir Şeffaflık birimi (Denetim ve Şeffaflık Direktörü tarafından denetlenir) kurmuştur. Bu nedenle, ihale sürecinde herhangi bir yasa dışı, uygunsuz veya etik olmayan eyleme veya iş uygulamasına (herhangi bir komisyon talep etmek, kabul etmek veya sağlamaya veya kabul etmeye teşebbüs etmek gibi) tanık olursanız veya bundan şüphelenirseniz, lütfen +33 6 07 numaralı telefon numarasıyla iletişime geçin. +33 6 07 22 46 28 ve/yada send an e-mail to transparency@acted.org 

ÖZEL DURUMLAR :

1. ACTED, karşı teklif veya doğrudan fiyat görüşmesi şeklinde teklif sahipleriyle İhale Sonrası Fiyat pazarlığı yapma hakkını saklı tutar.. 
2. Teklif sahiplerinin seçim ve ihale kriterleri, bu İhalenin Ek 1 - Değerlendirme Kriterleri'nde ayrıntılı olarak açıklanacaktır. 
3. Tekliflerini mevcut ihale çağrısına gönderen Teklif Sahipleri, bu şart ve koşulları kabul ettiklerini beyan ederler. 
4. Tedarikçinin fiyatlarını Teklif Formu (PRO-06)'nda belirtmesi zorunludur.  
5. ACTED, İhaleye katılan her teklif sahibinin bir nihai Teklifini kabul edecektir. Bir teklif sahibinin ilk teklifini gönderdikten sonra ancak kapanış tarihinden önce güncellenmiş bir Teklif sunmak istemesi halinde, bu durum e-posta teklifinde ve Mali Teklifte açıkça belirtilmelidir.
6. Her Teklifte Özel(şirkete ait olan) bir şirket adı, temsilci ve imza, telefon numarası ve e-posta adresi bulunacaktır. Teklifler arasındaki herhangi bir benzerlik teklifin reddedilmesine neden olabilir.
7. Şirket Kaşeleri benzersiz olmalı ve şirket adını içermelidir. Kaşede yer alan tüm bilgiler teklifi sunan firmaya özel olmalıdır. Çoklu Kaşe/Damga kullanan teklif sahipleri değerlendirmeye alınmayacaktır..
8. Beyaz mürekkepli kalem kullanılması veya fiyat düzeltmelerinin elle yapılması durumunda teklif geçerli sayılmayacaktır.



IHALE IŞLEMININ IPTALI:

İhale işleminin iptal edilmesi durumunda talep eden teklif sahiplerine ACTED tarafından bilgi verilecektir. İptal şu ​​durumlarda gerçekleşebilir::
· İhale prosedürünün başarısız olması, yani niteliksel veya mali açıdan değerli bir Teklifin alınmaması veya hiçbir cevap alınamaması.
· Projenin ekonomik veya teknik parametreleri temelden değiştirilmiştir
· İstisnai durumlar veya mücbir sebeplerden ötürü projenin normal performansını imkansız hale getirmiştir.
· Teknik olarak uyumlu tüm ihaleler mevcut mali kaynakları aşmaktadır.
· Prosedürde adil rekabeti engelleyen usulsüzlükler olmuştur.



ILETIŞIM ŞEKLI : 

İhalenin seçilen tedarikçiye verilmesinin ardından ACTED ile tedarikçi arasındaki resmi Çerçeve Anlaşması, tedarikçinin ihaleye yanıt olarak önerdiği teknik spesifikasyonlara ve fiyatlandırmaya tabi olacaktır. Tedarikçi, ürünleri, üzerinde anlaşılan fiyata, teknik şartnamelere ve ihalede belirtilen işin tamamlanma süresine uygun olarak teslim etmeyi taahhüt edecektir.

Gerçekleşen bir ihtiyaç ortaya çıktığında, ortaya çıkan Çerçeve Anlaşması uyarınca ayrı bir Satın Alma Emri düzenlenecektir.

Firma Adı :				_________________________

Yetkili Temsilci Adı : 		_________________________

İmza :				_________________________

Kaşe:					_________________________



























EK 1 – Seçme ve Değerlendirme Kriterleri 

İhale Referansı : T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

Değerlendirme Kriteri: 

Bu bölüm, farklı seçim kriterlerini göstererek Eylemli seçim metodolojisini açıklığa kavuşturma eğilimindedir. İhale değerlendirmesi “Geçti/Kaldı” olarak ilerleyecektir
Tüm teknik teklifler teknik referansa iletilecek ve değerlendirilecektir.
Tedarikçinin harici kriterlerini geçmesi durumunda “Geçti” olarak değerlendirilecektir.
Daha sonra teknik ihale kriterlerini geçen en düşük fiyatlı teklif sahibi kontrat için değerlendirilecektir.

	[bookmark: _Hlk135577403]Kriter
	Destekleyici Dökümanlar
	Değerlendirme Metodu 

	                                                     Harici Kriter
	

	



BEST MEMO Documents
	· İmzalı Pro-03.2 Supplier Questionnaire_V2.0_Final.
· İmzalı Pro-06.2 Supplier Ethical Declaration_2.0_V.Ar
· [bookmark: _Hlk135644602]Teklif Sahibinin Yasal Temsilci Kimliği ve/yada Pasaportu
· İşletme Kayıt Belgesi


	
Teklif Sahiplerinin ihale aşamasında belgeleri ibraz etmeleri isteğe bağlıdır; ancak, ihaleyi kazanan teklif sahibinin bunları Sözleşmeden önce sunması zorunlu olacaktır.


	Değerlendirme Kriteri

	Teknik Değerlendirme Kriteri

	
Kabul edilebilir minimum teknik spesifikasyon ve gereksinimlerin karşılanması.
	
· Teknik Veri Tablosu ve/ yada 
              Katalog. 
· Teknik Teklif – Ek 2
 
	

Geçti/Kaldı

	Teslimat Tarihi
	· Teknik Teklif – Ek 2 
	                    Geçti/Kaldı

	Finansal Değerlendirme Kriteri 

	Finansal teklif 
	PRO-06 – ACTED Finansal Teklif

	En düşük fiyat  

















EK 2 – Teknik Teklif  

(Teklif Sahibi Tarafından Doldurulacaktır.) 

İhale Referansı: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

	1. Şirketin tedarik edeceği ürünler Acted'in kabul edilebilir minimum teknik özelliklerini karşılıyor mu?

¨ Evet  ¨ Hayır


(Lütfen teknik çizimlerle birlikte ürün için teknik veri tablosu/katalog veya teknik şartname sağlayın) 

	Description
	Compliance to the specifications 
	Note 
(To be filled in case of any discrepancies) 

	Frame
(hot rolled galvanized steel-st37-Low carbon profil- weldable )
	Roof Beam 1
Type:Rectangular Tube Frame 
Dimensions: 50mm x 100 mm 
thickness: 1.5 mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 2
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1.2  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 3
Type:Square Tube Frame 
Dimensions: 40mm x 40 mm 
thickness: 1.5  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 4
Type:Rectangular Tube Frame 
Dimensions: 20mm x 40 mm 
thickness: 1.5  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 5
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 6
Type:Rectangular Tube Frame 
Dimensions:60mm x 80 mm 
thickness: 1.5  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 7
Type:Rectangular Tube Frame 
Dimensions:30mm x 50 mm 
thickness: 1.2 mm 
	¨ Yes  ¨ No
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:140mm x 60 mm 
thickness: 4 mm 
	¨ Yes  ¨ No
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:160mm x 80 mm 
thickness: 3  mm 
	¨ Yes  ¨ No
	

	
	Folding Beam
Type: P-Shape Steel
Dimensions: 37mm x 60 mm 
thickness: 2mm
 
	¨ Yes  ¨ No
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:170mm x 50 mm 
thickness: 2.5  mm 
	¨ Yes  ¨ No
	

	Hinges
Cat.1
	Material thickness – 1.7 mm
Frame hinges
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	¨ Yes  ¨ No
	

	Hinges
Cat.2
	Material thickness – 5 mm
Frame hinges 
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	¨ Yes  ¨ No
	

	High-temperature resistant 5 mm silicone non-combustible rock
Flame-retardant
	¨ Yes  ¨ No
	

	Membranes (sheets) 3 mm (Galvanized sac ) 
Plate dimensions: 1500x6000x3 mm 
low carbon - weldable 
	¨ Yes  ¨ No
	

	Hinges
	Dimensions:
9x1.5 cm
Compatible with doors and windows 
Product Composition:
Interior: Durable sheet metal
Exterior: Plastic coating
Ease of Installation:
Easily mountable
Can be installed using a drill and screws
Min screws count is 8.
Distributed as demonstrated in the photo 
	¨ Yes  ¨ No
	

	Window and Door
	Acoustic Aluminum Window Handle
	¨ Yes  ¨ No
	

	
	Door Handle 
Nickel Satin Room Door Handle (Set of 2 - Front and Back double set )
8 screws 
Right direction 
The hight Is 30 cm 
	¨ Yes  ¨ No
	

	
	Door Lock, Lock body and Catch plate 
Should complies with  TS EN 12209 standard. 
Suitable lock for foldable container doors and compatible with the mentioned  door handle  
It typically includes the following components:

1 Cylinder (Barel): This is the main part of the lock, made of brass with a nickel coating. 
1 Mounting Screw: Used for easy installation.

Multi spindle door lock

3 Keys: Nickel-plated, multi-channel keys for secure and convenient use.

Lock Body is included

Material of Lock Body: Galvanizli steel

Color of lock Body : Silver color 

2 door lock catch plates: made of iron, high hardness and wear corrosion, anti-oxidation. (Mentioned Hanlde, lock, body lock, and lock catch plate are compatible) 

The mentioned Door Hanlde, the lock, catch plates and the lock body should be compatible) 
	¨ Yes  ¨ No
	

	
	Ready Window 90 x 90 Ready PVC Window with Glass
Frame
White PVC Frame supported by steel membranes 
Othrer properties 
one side could be open fixed with two higes  (already mentioned)
compatible with the window handle (already mentioned)
	¨ Yes  ¨ No
	

	
	PVC Door and Window Seal Gasket PVC Gasket
	¨ Yes  ¨ No
	

	
	White PVC Frame supported by steel membranes  suitable for 90x90 cm window frames 
	¨ Yes  ¨ No
	

	Super Assembly Adhesive 300 ml
	It is a construction assembly adhesive for bonding and gap filling purposes. It is used for all assembly bonding tasks in both indoor and outdoor environments. It is resistant to weather conditions, water, and chemicals. It allows for assembly without the need for nails, drills, or screws. It bonds PVC and wooden skirting boards, sills, door and window thresholds, connection boxes, synthetic materials, decorative stones and ceramic tiles, concrete, bricks, plaster, plastic, wooden and metal panels.

Specifications:

It is single-component.
It is solvent-based.
It is heat-resistant.
It is weather-resistant.
	¨ Yes  ¨ No
	

	   Roof Covering Plate
	Galvanized color metal sheet of 0.8mm thickness, with white-gray color, cold-formed with natural rainspout system
	¨ Yes  ¨ No
	

	Roof Insulation Layer
	50mm thickness Rockwool sandwich panel, with 0.4mm thickness galvanized color metal sheet on both side
	¨ Yes  ¨ No
	

	PVC Flooring
	 Plastic floor leather 2mm thickness to be fixed by glue 
6 x 36 inch
Color: wood pattern 
	¨ Yes  ¨ No
	

	Floor Board
	Cement calcium silicate board 18mm thickness
	¨ Yes  ¨ No
	

	Bottom Sealing
	PU foam seal at the four sides;
750 ml
	¨ Yes  ¨ No
	

	Container House Wall panels
	Thickeness: 50mm /75mm;
Insulation Core: Fiber glass / Rockwool / EPS;
 A2 class fire resistance Rockwool sandwich panel, 50mm thickness with 0.4mm thickness galvanized color metal sheet on both side;
	¨ Yes  ¨ No
	

	Providing and Installing White Plastic PVC Wall and Ceiling Cladding (As shown in Lambri sheet)
Shape: Flat
Appearance: Patterned
Depth: 1 cm
Color: White
	¨ Yes  ¨ No
	

	Electric
	Electic wires
Providing and extending main electrical wires of good pure copper diameter of 2 * 4 mm
	¨ Yes  ¨ No
	

	
	Plug Socket
Voltage:220 volt 
Amberage: 16A
Grounding: Grounded 
Material: Fire Resisting 
	¨ Yes  ¨ No
	

	
	Bulb socket
E27 Socket for bulbs 
	¨ Yes  ¨ No
	

	
	Bulb
50-65w Led bulb white color(6500K) 
	¨ Yes  ¨ No
	

	
	Electric Wires Duct
Hard Plastic 20X10 Cable Duct with Self-Adhesive 2 Meters
	¨ Yes  ¨ No
	

	
	differencial breaker
- Residual Current Circuit Breaker (RCCB): Humble AC 2P 6kA RCCB RCD designed for protection against electric shock and fire caused by earth fault currents.
- Type: 10mA electronic type.
- Power Supply Connection: The power supply should enter from the top and exit from the bottom. The neutral wire should be on the left, and the live wire should be on the right.
- Nominal Voltage: The default nominal voltage for the product is 230V.
- Application: Suitable for electrical circuits with a nominal voltage of 230/400V AC and a frequency of 50/60Hz. Rated for a nominal current up to 16A.
- Protection: The RCCB provides indirect protection for the operator against electric shock by disconnecting the exposed live parts if they are properly connected to an appropriate pole. It also protects against fire hazards due to earth fault currents when there is a failure in the overcurrent protection device.
- Color: White.
- Material: Made from ABS plastic.
- Package Contents: The package includes 1 circuit breaker. No other items are included.
Special Tips:
1. Supplementary Protection: An RCCB with a nominal sensitivity of up to 10mA can be used as a supplementary protection device if the other protective device fails to provide protection against electric shock.
2. Non-Professional Use: Designed for household installations and similar applications, the RCCB is intended for use by non-professionals and requires no maintenance.
3. Protection Mechanism: The RCCB provides protection against electric shocks caused by direct contact with either of the two protected lines or by leakage current between these two lines.
4. Overvoltage and Overcurrent Precautions: To guard against potential overvoltages and overcurrents at the power input side, it is recommended to install special devices like surge protectors, lightning arresters, etc., on the input line of the RCCB.
5. Functionality Compliance: The RCCB with an "ON-OFF" indicator device is considered functional if it meets the above conditions and applications.
- Product: 2P 6kA RCCB RCD 230V, 16A 10mA electronic type.
- Features: Provides protection against electric shocks and fire hazards caused by earth fault currents, non-professional use, no maintenance required.
- Installation and wiring included
install surge protection devices on the input line.
- Packaging: Includes 1 circuit breaker in the package.
- The case must be durable, water and dust proof and compatible the differential breaker
- The case should be fixable to the container walls without the possibility of falling down.
	¨ Yes  ¨ No
	

	Equipment 
	Rubber Roller for Glue
Length: 4"
	¨ Yes  ¨ No
	

	Drilling Screws
	Countersunk Head Drill Bit Smart Screw Set 420 pcs
This set includes a variety of self-drilling screws with countersunk heads, commonly used for fastening applications in construction and manufacturing. The screws are sorted by size and come with an organizer box for convenient storage and use.
Contents of the Set:
- Countersunk Head Drill Bit Screws:
  - 40 pcs - 3.9 x 13 mm
  - 40 pcs - 5.5 x 55 mm
  - 40 pcs - 3.9 x 16 mm
  - 40 pcs - 3.9 x 19 mm
  - 40 pcs - 3.9 x 25 mm
  - 40 pcs - 3.9 x 32 mm
  - 40 pcs - 4.2 x 13 mm
  - 40 pcs - 4.2 x 16 mm
  - 40 pcs - 4.2 x 19 mm
  - 40 pcs - 4.2 x 25 mm
  - 30 pcs - 4.2 x 32 mm
  - 30 pcs - 4.2 x 18 mm
 
- Organizer:
  - 1 Organizer Box: Included for easy storage and sorting of screws.
 
Key Features:
- Material: High-quality steel for durability and strength.
- Design: Countersunk head allows for a flush finish with the surface, providing a neat appearance.
- Self-Drilling: Equipped with a drill bit tip for easy penetration without the need for pre-drilling.
- Organized Storage: Comes with a sturdy organizer box, ensuring that screws are kept in order and are easy to access when needed.
 
Packaging:
- Total: 420 screws, sorted by size in the organizer box.
 
	¨ Yes  ¨ No
	

	TARPAULIN
	Heavy Duty Tarp 
High-quality tarpaulin: stitched on all four sides (double layer) and with fastening capsules (holes) at 1-meter intervals on each side. 
Durable, waterproof, and snowproof.
First-classIt is UV-stabilized and protected from sunlight. 
Edges are stitched and equipped with metal eyelets.
All materials suitable for installation like (wires ropes  clips or metal caps)
(The ability to use it to above the container, in the walls and in front of the container) 
Dimensions 
5x8 m
Other Features
 100% waterproof tarpaulin provides all-weather protection for your belongings
 Anti-UV material prevents damage from sun exposure
Tear-resistant design ensures durability and longevity
Reinforced grommets offer a secure and stable fit
 Perfect for camping, tent storage, and outdoor activities
Other supplements 
should be provided by the needed supplements like robes and hinges to be fixed to the container and installed in durable way. 
	¨ Yes  ¨ No
	

	Carpet felt (Keçe)
	Thickness: min 5mm 
Product Type: Felt Carpet
Yarn Type: 100% Polyester
Base: Gel Base
roll
	¨ Yes  ¨ No
	




	

	












	2. Firma belirtilen ürünleri sözleşmenin imzalanmasından itibaren 1 ay içerisinde teslim etme kapasitesine sahip mi?

¨ Evet   ¨ Hayır 


(Lütfen teslimat için zaman çizelgesi sağlayın)

	

		Açıklama
	Teslimat Yeri
	Teslimat ve Termin Süresi

	Hatay'da Katlanabilir Konteynerlerin Rehabilitasyonu ve İyileştirilmesi
	Opet Camp, Kirikhan – Hatay.
	







Firma Adı:				_________________________

Yetkili Temsilci Adı : 		_________________________

İmza :				_________________________

Kaşe:					________________________






























TEKLİF SAHİBİ KONTROL LİSTESİ ACTED Turkey

Tarih: 08/07/2024

İhale N°: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2


İHALE BELGELERİNİZİ GÖNDERMEDEN ÖNCE, LÜTFEN AŞAĞIDAKİ ÜRÜNLERİN HER BİRİNİN TAM OLDUĞUNU VE TEKLİF SAHİBİNİN KOŞULLARINA YÖNELİK TALİMATLARA UYGUN OLDUĞUNU KONTROL EDİN:
	#
	Açıklama
	Teklif Sahibi Tarafından Doldurulacaktır
	For ACTED use only (to be filled in by Purchase Committee)

	
	
	Dahil
	Present
	Comments

	
	
	Yes
	No
	Yes
	No
	

	1
	Instructions to Bidders (PRO-05) İmzalı & Kaşeli (Elektronik İmza ve Kaşe kabul edilmeyecektir.) 
	
	
	
	
	

	2
	Original Offer Form (PRO-06) Teklif sahibi taraından Tarihli, Tam doldurulmuş, imzalı & kaşeli (Talep Edilen Para Biriminin Detayı) 
	
	
	
	
	

	3
	Supplier Questionnaire (PRO-06.1) Teklif sahibi tarafından Tarihli, Tam doldurulmuş, imzalı & kaşe 
	
	
	
	
	

	4
	ACTED Ethical Declaration (PRO-06.2) Teklif sahibi tarafından tarihli, tam doldurulmuş, imzalı & kaşeli 
	
	
	
	
	

	5
	Teklif Sahibi Yasal Kayıt Belgeleri
	
	
	
	
	

	6
	Teklif Sahibi Yasal Temsilci Kimlik veya Pasaportu 
	
	
	
	
	

	7
	Teknik Veri Tablosu ve/yada Katalog 
	
	
	
	
	

	8
	Ek 2 – Teklif Teklif  
	
	
	
	
	



Teklif Sahibi Yetkili Temsilci Adı ve Soyadı : ________________________

Teklif Sahibi Yetkili Kişi Pozisyonu :		________________________

Yetkili İmzası:					________________________














TEKLİF FORMU ACTED Turkey

İhale N° : T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2


Açıklama:  Hatay'da Katlanabilir Konteynerlerin Rehabilitasyonu ve İyileştirilmesi

Tarih (Teklif Sahibi Tarafından Doldurulacaktır):  

Teklif Sahibi Tarafından Doldurulacaktır (ZORUNLU)
	Firma Adı 
(Kayıt evraklarına istinaden)
	

	Firma Yetkili Kişi Adı
( Kayıt belgelerine veya usulüne uygun olarak imzalanmış Vekaletname uyarınca )
	

	Firma Kayıt Numarası
	

	Kayıt Kuruluşu
	

	Firma Posta Adresi
Dükkan/Ofis/Bina No
Cadde 
Şehir
Valilik/il/ilçe
Ülke
	

	Teklifin ticari temsilcisi( Yetkili temsilciden farklı ise )
	

	İletişim Telefon Numarası
Sabit Hat
Cep Telefonu
	

	Email adresi(elektronik e-posta)
	




Aşağıda imzalamış olduğum (Teklif Sahipleri tarafından doldurulacaktır) ________________________________________________________________________________________________________, uymayı taahhüt ettiğim genel koşullar ve sorumluluklara göre, kar amacı gütmeyen bir STK olan ACTED'e aşağıdaki gereksinimleri karşılayan hizmetler sağlamayı kabul ediyorum.
Lütfen aşağıdaki tabloları doldurun:
	Açıklama
	 Birim 
	Adet
	Birim fiyat Kurulum ücreti ve KDV dahil %

	Frame
(hot rolled galvanized steel-st37-Low carbon profil- weldable )
	Roof Beam 1
Type:Rectangular Tube Frame 
Dimensions: 50mm x 100 mm 
thickness: 1.5 mm 
	1 Meter
	1
	

	
	Roof Beam 2
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1.2  mm 
	1 Meter
	1
	

	
	Roof Beam 3
Type:Square Tube Frame 
Dimensions: 40mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 4
Type:Rectangular Tube Frame 
Dimensions: 20mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 5
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1  mm 
	1 Meter
	1
	

	
	Roof Beam 6
Type:Rectangular Tube Frame 
Dimensions:60mm x 80 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 7
Type:Rectangular Tube Frame 
Dimensions:30mm x 50 mm 
thickness: 1.2 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:140mm x 60 mm 
thickness: 4 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:160mm x 80 mm 
thickness: 3  mm 
	1 Meter
	1
	

	
	Folding Beam
Type: P-Shape Steel
Dimensions: 37mm x 60 mm 
thickness: 2mm
 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:170mm x 50 mm 
thickness: 2.5  mm 
	1 Meter
	1
	

	Hinges
Cat.1
	Material thickness – 1.7 mm
Frame hinges
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	

	Hinges
Cat.2
	Material thickness – 5 mm
Frame hinges 
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	

	High-temperature resistant 5 mm silicone non-combustible rock
Flame-retardant
	1 Square Meter
	1
	

	Membranes (sheets) 3 mm (Galvanized sac ) 
Plate dimensions: 1500x6000x3 mm 
low carbon - weldable 
	PCs
	1
	

	Hinges
	Dimensions:
9x1.5 cm
Compatible with doors and windows 
Product Composition:
Interior: Durable sheet metal
Exterior: Plastic coating
Ease of Installation:
Easily mountable
Can be installed using a drill and screws
Min screws count is 8.
Distributed as demonstrated in the photo 
	PCs
	1
	

	Window and Door
	Acoustic Aluminum Window Handle
	PCs
	1
	

	
	Door Handle 
Nickel Satin Room Door Handle (Set of 2 - Front and Back double set )
8 screws 
Right direction 
The hight Is 30 cm 
	PCs
	1
	

	
	Door Lock, Lock body and Catch plate 
Should complies with  TS EN 12209 standard. 
Suitable lock for foldable container doors and compatible with the mentioned  door handle  
It typically includes the following components:

1 Cylinder (Barel): This is the main part of the lock, made of brass with a nickel coating. 
1 Mounting Screw: Used for easy installation.

Multi spindle door lock

3 Keys: Nickel-plated, multi-channel keys for secure and convenient use.

Lock Body is included

Material of Lock Body: Galvanizli steel

Color of lock Body : Silver color 

2 door lock catch plates: made of iron, high hardness and wear corrosion, anti-oxidation. (Mentioned Hanlde, lock, body lock, and lock catch plate are compatible) 

The mentioned Door Hanlde, the lock, catch plates and the lock body should be compatible) 
	PCs
	1
	



	
	Ready Window 90 x 90 Ready PVC Window with Glass
Frame
White PVC Frame supported by steel membranes 
Othrer properties 
one side could be open fixed with two higes  (already mentioned)
compatible with the window handle (already mentioned)
	PCs
	1
	

	
	PVC Door and Window Seal Gasket PVC Gasket
	Meter
	1
	

	
	White PVC Frame supported by steel membranes  suitable for 90x90 cm window frames 
	Meter
	1
	

	Super Assembly Adhesive 300 ml
	It is a construction assembly adhesive for bonding and gap filling purposes. It is used for all assembly bonding tasks in both indoor and outdoor environments. It is resistant to weather conditions, water, and chemicals. It allows for assembly without the need for nails, drills, or screws. It bonds PVC and wooden skirting boards, sills, door and window thresholds, connection boxes, synthetic materials, decorative stones and ceramic tiles, concrete, bricks, plaster, plastic, wooden and metal panels.

Specifications:

It is single-component.
It is solvent-based.
It is heat-resistant.
It is weather-resistant.
	PCs
	1
	

	   Roof Covering Plate
	Galvanized color metal sheet of 0.8mm thickness, with white-gray color, cold-formed with natural rainspout system
	Squared Meter
	1
	

	Roof Insulation Layer
	50mm thickness Rockwool sandwich panel, with 0.4mm thickness galvanized color metal sheet on both side
	Squared Meter
	1
	

	PVC Flooring
	 Plastic floor leather 2mm thickness to be fixed by glue 
6 x 36 inch
Color: wood pattern 
	PCs
	1
	

	Floor Board
	Cement calcium silicate board 18mm thickness
	Squared Meter
	1
	

	Bottom Sealing
	PU foam seal at the four sides;
750 ml
	PCs
	1
	

	Container House Wall panels
	Thickeness: 50mm /75mm;
Insulation Core: Fiber glass / Rockwool / EPS;
 A2 class fire resistance Rockwool sandwich panel, 50mm thickness with 0.4mm thickness galvanized color metal sheet on both side;
	Squared Meter
	1
	


	Providing and Installing White Plastic PVC Wall and Ceiling Cladding (As shown in Lambri sheet)
Shape: Flat
Appearance: Patterned
Depth: 1 cm
Color: White
	Squared Meter
	1
	


	Electric
	Electic wires
Providing and extending main electrical wires of good pure copper diameter of 2 * 4 mm
	1 Meter
	1
	

	
	Plug Socket
Voltage:220 volt 
Amberage: 16A
Grounding: Grounded 
Material: Fire Resisting 
	PCs
	1
	

	
	Bulb socket
E27 Socket for bulbs 
	PCs
	1
	

	
	Bulb
50-65w Led bulb white color(6500K) 
	PCs
	1
	

	
	Electric Wires Duct
Hard Plastic 20X10 Cable Duct with Self-Adhesive 2 Meters
	PCs
	1
	

	
	differencial breaker
- Residual Current Circuit Breaker (RCCB): Humble AC 2P 6kA RCCB RCD designed for protection against electric shock and fire caused by earth fault currents.
- Type: 10mA electronic type.
- Power Supply Connection: The power supply should enter from the top and exit from the bottom. The neutral wire should be on the left, and the live wire should be on the right.
- Nominal Voltage: The default nominal voltage for the product is 230V.
- Application: Suitable for electrical circuits with a nominal voltage of 230/400V AC and a frequency of 50/60Hz. Rated for a nominal current up to 16A.
- Protection: The RCCB provides indirect protection for the operator against electric shock by disconnecting the exposed live parts if they are properly connected to an appropriate pole. It also protects against fire hazards due to earth fault currents when there is a failure in the overcurrent protection device.
- Color: White.
- Material: Made from ABS plastic.
- Package Contents: The package includes 1 circuit breaker. No other items are included.
Special Tips:
1. Supplementary Protection: An RCCB with a nominal sensitivity of up to 10mA can be used as a supplementary protection device if the other protective device fails to provide protection against electric shock.
2. Non-Professional Use: Designed for household installations and similar applications, the RCCB is intended for use by non-professionals and requires no maintenance.
3. Protection Mechanism: The RCCB provides protection against electric shocks caused by direct contact with either of the two protected lines or by leakage current between these two lines.
4. Overvoltage and Overcurrent Precautions: To guard against potential overvoltages and overcurrents at the power input side, it is recommended to install special devices like surge protectors, lightning arresters, etc., on the input line of the RCCB.
5. Functionality Compliance: The RCCB with an "ON-OFF" indicator device is considered functional if it meets the above conditions and applications.
- Product: 2P 6kA RCCB RCD 230V, 16A 10mA electronic type.
- Features: Provides protection against electric shocks and fire hazards caused by earth fault currents, non-professional use, no maintenance required.
- Installation and wiring included
install surge protection devices on the input line.
- Packaging: Includes 1 circuit breaker in the package.
- The case must be durable, water and dust proof and compatible the differential breaker
- The case should be fixable to the container walls without the possibility of falling down.
	PCs
	1
	



	Equipment 
	Rubber Roller for Glue
Length: 4"
	PCs
	1
	

	Drilling Screws
	Countersunk Head Drill Bit Smart Screw Set 420 pcs
This set includes a variety of self-drilling screws with countersunk heads, commonly used for fastening applications in construction and manufacturing. The screws are sorted by size and come with an organizer box for convenient storage and use.
Contents of the Set:
- Countersunk Head Drill Bit Screws:
  - 40 pcs - 3.9 x 13 mm
  - 40 pcs - 5.5 x 55 mm
  - 40 pcs - 3.9 x 16 mm
  - 40 pcs - 3.9 x 19 mm
  - 40 pcs - 3.9 x 25 mm
  - 40 pcs - 3.9 x 32 mm
  - 40 pcs - 4.2 x 13 mm
  - 40 pcs - 4.2 x 16 mm
  - 40 pcs - 4.2 x 19 mm
  - 40 pcs - 4.2 x 25 mm
  - 30 pcs - 4.2 x 32 mm
  - 30 pcs - 4.2 x 18 mm
 
- Organizer:
  - 1 Organizer Box: Included for easy storage and sorting of screws.
 
Key Features:
- Material: High-quality steel for durability and strength.
- Design: Countersunk head allows for a flush finish with the surface, providing a neat appearance.
- Self-Drilling: Equipped with a drill bit tip for easy penetration without the need for pre-drilling.
- Organized Storage: Comes with a sturdy organizer box, ensuring that screws are kept in order and are easy to access when needed.
 
Packaging:
- Total: 420 screws, sorted by size in the organizer box.
 
	Set
	1
	

	TARPAULIN
	Heavy Duty Tarp 
High-quality tarpaulin: stitched on all four sides (double layer) and with fastening capsules (holes) at 1-meter intervals on each side. 
Durable, waterproof, and snowproof.
First-classIt is UV-stabilized and protected from sunlight. 
Edges are stitched and equipped with metal eyelets.
All materials suitable for installation like (wires ropes  clips or metal caps)
(The ability to use it to above the container, in the walls and in front of the container) 
Dimensions 
5x8 m
Other Features
 100% waterproof tarpaulin provides all-weather protection for your belongings
 Anti-UV material prevents damage from sun exposure
Tear-resistant design ensures durability and longevity
Reinforced grommets offer a secure and stable fit
 Perfect for camping, tent storage, and outdoor activities
Other supplements 
should be provided by the needed supplements like robes and hinges to be fixed to the container and installed in durable way. 
	m2
	1
	

	Carpet felt (Keçe)
	Thickness: min 5mm 
Product Type: Felt Carpet
Yarn Type: 100% Polyester
Base: Gel Base
roll
	m2
	1
	





Teklif Sahibi Yetkili : ________________________

YETKILI IMZA VE KAŞE : 	________________________

Tarih: 	______________________
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Leakage Current breaker

Used for home installation and other similar applications, for non
professional operations, and does not require maintenance.
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