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CALL FOR TENDER ACTED Regional Office
Instructions to Bidders

Date: 8-July-2024  

Tender N°: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

Subject: Rehabilitation and Upgrading of Foldable Containers in Hatay (Supply and Install)
Through this tender package, ACTED is requesting a qualified supplier to submit their proposal for the Rehabilitation and Upgrading of Foldable Containers in Hatay.
TECHNICAL SPECIFICATIONS: 

	Description
	 Unit 
	QYT
	Image 

	Frame
(hot rolled galvanized steel-st37-Low carbon profil- weldable )
	Roof Beam 1
Type:Rectangular Tube Frame 
Dimensions: 50mm x 100 mm 
thickness: 1.5 mm 
	1 Meter
	1
	[image: ]

	
	Roof Beam 2
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1.2  mm 
	1 Meter
	1
	

	
	Roof Beam 3
Type:Square Tube Frame 
Dimensions: 40mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 4
Type:Rectangular Tube Frame 
Dimensions: 20mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 5
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1  mm 
	1 Meter
	1
	

	
	Roof Beam 6
Type:Rectangular Tube Frame 
Dimensions:60mm x 80 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 7
Type:Rectangular Tube Frame 
Dimensions:30mm x 50 mm 
thickness: 1.2 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:140mm x 60 mm 
thickness: 4 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:160mm x 80 mm 
thickness: 3  mm 
	1 Meter
	1
	

	
	Folding Beam
Type: P-Shape Steel
Dimensions: 37mm x 60 mm 
thickness: 2mm
 
	1 Meter
	1
	[image: ]

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:170mm x 50 mm 
thickness: 2.5  mm 
	1 Meter
	1
	[image: ]

	Hinges
Cat.1
	Material thickness – 1.7 mm
Frame hinges
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	[image: ]

	Hinges
Cat.2
	Material thickness – 5 mm
Frame hinges 
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	

	High-temperature resistant 5 mm silicone non-combustible rock
Flame-retardant
	1 Square Meter
	1
	[image: ]

	Membranes (sheets) 3 mm (Galvanized sac ) 
Plate dimensions: 1500x6000x3 mm 
low carbon - weldable 
	PCs
	1
	[image: GALVANİZ SAC – Sebat Metal]

	Hinges
	Dimensions:
9x1.5 cm
Compatible with doors and windows 
Product Composition:
Interior: Durable sheet metal
Exterior: Plastic coating
Ease of Installation:
Easily mountable
Can be installed using a drill and screws
Min screws count is 8.
Distributed as demonstrated in the photo 
	PCs
	1
	[image: ]

	Window and Door
	Acoustic Aluminum Window Handle
	PCs
	1
	[image: ]

	
	Door Handle 
Nickel Satin Room Door Handle (Set of 2 - Front and Back double set )
8 screws 
Right direction 
The hight Is 30 cm 
	PCs
	1
	[image: ]

	
	Door Lock, Lock body and Catch plate 
Should complies with  TS EN 12209 standard. 
Suitable lock for foldable container doors and compatible with the mentioned  door handle  
It typically includes the following components:

1 Cylinder (Barel): This is the main part of the lock, made of brass with a nickel coating. 
1 Mounting Screw: Used for easy installation.

Multi spindle door lock

3 Keys: Nickel-plated, multi-channel keys for secure and convenient use.

Lock Body is included

Material of Lock Body: Galvanizli steel

Color of lock Body : Silver color 

2 door lock catch plates: made of iron, high hardness and wear corrosion, anti-oxidation. (Mentioned Hanlde, lock, body lock, and lock catch plate are compatible) 

The mentioned Door Hanlde, the lock, catch plates and the lock body should be compatible) 
	PCs
	1
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	Ready Window 90 x 90 Ready PVC Window with Glass
Frame
White PVC Frame supported by steel membranes 
Othrer properties 
one side could be open fixed with two higes  (already mentioned)
compatible with the window handle (already mentioned)
	PCs
	1
	[image: ]

	
	PVC Door and Window Seal Gasket PVC Gasket
	Meter
	1
	[image: ]

	
	White PVC Frame supported by steel membranes  suitable for 90x90 cm window frames 
	Meter
	1
	[image: ]

	Super Assembly Adhesive 300 ml
	It is a construction assembly adhesive for bonding and gap filling purposes. It is used for all assembly bonding tasks in both indoor and outdoor environments. It is resistant to weather conditions, water, and chemicals. It allows for assembly without the need for nails, drills, or screws. It bonds PVC and wooden skirting boards, sills, door and window thresholds, connection boxes, synthetic materials, decorative stones and ceramic tiles, concrete, bricks, plaster, plastic, wooden and metal panels.

Specifications:

It is single-component.
It is solvent-based.
It is heat-resistant.
It is weather-resistant.
	PCs
	1
	[image: ]

	   Roof Covering Plate
	Galvanized color metal sheet of 0.8mm thickness, with white-gray color, cold-formed with natural rainspout system
	Squared Meter
	1
	[image: ]

	Roof Insulation Layer
	50mm thickness Rockwool sandwich panel, with 0.4mm thickness galvanized color metal sheet on both side
	Squared Meter
	1
	

	PVC Flooring
	 Plastic floor leather 2mm thickness to be fixed by glue 
6 x 36 inch
Color: wood pattern 
	PCs
	1
	[image: ]

	Floor Board
	Cement calcium silicate board 18mm thickness
	Squared Meter
	1
	[image: ]

	Bottom Sealing
	PU foam seal at the four sides;
750 ml
	PCs
	1
	[image: ]

	Container House Wall panels
	Thickeness: 50mm /75mm;
Insulation Core: Fiber glass / Rockwool / EPS;
 A2 class fire resistance Rockwool sandwich panel, 50mm thickness with 0.4mm thickness galvanized color metal sheet on both side;
	Squared Meter
	1
	[image: ]
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	Providing and Installing White Plastic PVC Wall and Ceiling Cladding (As shown in Lambri sheet)
Shape: Flat
Appearance: Patterned
Depth: 1 cm
Color: White
	Squared Meter
	1
	[image: Galvanized Trapezoidal Corrugated Sheet]
[image: Fugalı Beyaz Plastik Pvc Duvar - Tavan Lambiri / 10 Adet 20 Cm X 1 Metre - 2 Metrekare]

	Electric
	Electic wires
Providing and extending main electrical wires of good pure copper diameter of 2 * 4 mm
	1 Meter
	1
	[image: ]

	
	Plug Socket
Voltage:220 volt 
Amberage: 16A
Grounding: Grounded 
Material: Fire Resisting 
	PCs
	1
	[image: ]

	
	Bulb socket
E27 Socket for bulbs 
	PCs
	1
	[image: ]

	
	Bulb
50-65w Led bulb white color(6500K) 
	PCs
	1
	[image: ]

	
	Electric Wires Duct
Hard Plastic 20X10 Cable Duct with Self-Adhesive 2 Meters
	PCs
	1
	[image: ]

	
	differencial breaker
- Residual Current Circuit Breaker (RCCB): Humble AC 2P 6kA RCCB RCD designed for protection against electric shock and fire caused by earth fault currents.
- Type: 10mA electronic type.
- Power Supply Connection: The power supply should enter from the top and exit from the bottom. The neutral wire should be on the left, and the live wire should be on the right.
- Nominal Voltage: The default nominal voltage for the product is 230V.
- Application: Suitable for electrical circuits with a nominal voltage of 230/400V AC and a frequency of 50/60Hz. Rated for a nominal current up to 16A.
- Protection: The RCCB provides indirect protection for the operator against electric shock by disconnecting the exposed live parts if they are properly connected to an appropriate pole. It also protects against fire hazards due to earth fault currents when there is a failure in the overcurrent protection device.
- Color: White.
- Material: Made from ABS plastic.
- Package Contents: The package includes 1 circuit breaker. No other items are included.
Special Tips:
1. Supplementary Protection: An RCCB with a nominal sensitivity of up to 10mA can be used as a supplementary protection device if the other protective device fails to provide protection against electric shock.
2. Non-Professional Use: Designed for household installations and similar applications, the RCCB is intended for use by non-professionals and requires no maintenance.
3. Protection Mechanism: The RCCB provides protection against electric shocks caused by direct contact with either of the two protected lines or by leakage current between these two lines.
4. Overvoltage and Overcurrent Precautions: To guard against potential overvoltages and overcurrents at the power input side, it is recommended to install special devices like surge protectors, lightning arresters, etc., on the input line of the RCCB.
5. Functionality Compliance: The RCCB with an "ON-OFF" indicator device is considered functional if it meets the above conditions and applications.
- Product: 2P 6kA RCCB RCD 230V, 16A 10mA electronic type.
- Features: Provides protection against electric shocks and fire hazards caused by earth fault currents, non-professional use, no maintenance required.
- Installation and wiring included
install surge protection devices on the input line.
- Packaging: Includes 1 circuit breaker in the package.
- The case must be durable, water and dust proof and compatible the differential breaker
- The case should be fixable to the container walls without the possibility of falling down.
	PCs
	1
	[image: Humble Ac 2p 6ka Rccb Rcd 230V Kaçak Akım Devre Kesici Diferansiyel Kesici Emniyet Anahtarı Tord4-63, 2p 16A 10MA (Yurt Dışından)]
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	Equipment 
	Rubber Roller for Glue
Length: 4"
	PCs
	1
	[image: ]

	Drilling Screws
	Countersunk Head Drill Bit Smart Screw Set 420 pcs
This set includes a variety of self-drilling screws with countersunk heads, commonly used for fastening applications in construction and manufacturing. The screws are sorted by size and come with an organizer box for convenient storage and use.
Contents of the Set:
- Countersunk Head Drill Bit Screws:
  - 40 pcs - 3.9 x 13 mm
  - 40 pcs - 5.5 x 55 mm
  - 40 pcs - 3.9 x 16 mm
  - 40 pcs - 3.9 x 19 mm
  - 40 pcs - 3.9 x 25 mm
  - 40 pcs - 3.9 x 32 mm
  - 40 pcs - 4.2 x 13 mm
  - 40 pcs - 4.2 x 16 mm
  - 40 pcs - 4.2 x 19 mm
  - 40 pcs - 4.2 x 25 mm
  - 30 pcs - 4.2 x 32 mm
  - 30 pcs - 4.2 x 18 mm
 
- Organizer:
  - 1 Organizer Box: Included for easy storage and sorting of screws.
 
Key Features:
- Material: High-quality steel for durability and strength.
- Design: Countersunk head allows for a flush finish with the surface, providing a neat appearance.
- Self-Drilling: Equipped with a drill bit tip for easy penetration without the need for pre-drilling.
- Organized Storage: Comes with a sturdy organizer box, ensuring that screws are kept in order and are easy to access when needed.
 
Packaging:
- Total: 420 screws, sorted by size in the organizer box.
 
	Set
	1
	[image: Site Hırdavat Yıldız Havşa Başlı Matkap Uçlu Akıllı Vida Seti 420'li]

	TARPAULIN
	Heavy Duty Tarp 
High-quality tarpaulin: stitched on all four sides (double layer) and with fastening capsules (holes) at 1-meter intervals on each side. 
Durable, waterproof, and snowproof.
First-classIt is UV-stabilized and protected from sunlight. 
Edges are stitched and equipped with metal eyelets.
All materials suitable for installation like (wires ropes  clips or metal caps)
(The ability to use it to above the container, in the walls and in front of the container) 
Dimensions 
5x8 m
Other Features
 100% waterproof tarpaulin provides all-weather protection for your belongings
 Anti-UV material prevents damage from sun exposure
Tear-resistant design ensures durability and longevity
Reinforced grommets offer a secure and stable fit
 Perfect for camping, tent storage, and outdoor activities
Other supplements 
should be provided by the needed supplements like robes and hinges to be fixed to the container and installed in durable way. 
	m2
	1
	[image: ]

	Carpet felt (Keçe)
	Thickness: min 5mm 
Product Type: Felt Carpet
Yarn Type: 100% Polyester
Base: Gel Base
roll
	m2
	1
	[image: ]





RESPONSIBILITIES OF THE SUPPLIER:

To submit a Proposal that includes all required elements and submittals as listed in PRO-06.3 BIDDERS CHECKLIST_v2.0_FINAL. 

It is important to note that all documents must be filled, dated, signed & stamped by the Bidders. 

GENERAL CONDITIONS:

1. The closing date of this call is fixed on Monday, July 22, 2024, at 17:00 Gaziantep Time.

· The submission of the proposal is electronic; all Proposals shall be submitted as a soft copy to the following emails:

· Email Address: Turkey TENDER turkey.tender@acted.org 

2. The submission of an offer by a bidder to this call for tender may not result in the award of a contract.
3. Late offers may not be considered.
4. To ensure that funds are used exclusively for humanitarian purposes and in accordance with donors’ compliance requirements, all offers are subject to the condition that contractors do not appear on anti-terrorism lists, in line with ACTED’s anti-terrorism policy. To this end, ACTED reserves the right to carry out anti-terrorism checks on any contractor, its board members, staff, volunteers, consultants, financial service providers, and sub-contractors.
5. For all inquiries regarding this tender, please e-mail to the email address below no later than Thursday, July 18, 2024 at 13.00 Gaziantep Time.

To: Turkey TENDER turkey.tender@acted.org  
All questions shall be addressed in “Reply all” to the email you received this Tender.
6. The answers to written received questions will be shared with all vendors who ask question via Email. 
7. Collusive practices are prohibited and will lead to offer rejection.

8.   ACTED adopts a zero-tolerance approach towards corruption and is committed to respecting the highest standards in terms of efficiency, responsibility, and transparency in its activities. In particular, ACTED has adopted a participatory approach to promote and ensure transparency within the organization and set up a Transparency unit (supervised by the Director of Audit & Transparency) that can be reached through a dedicated phone number and e-mail address. As such, if you witness or suspect any unlawful, improper, or unethical act or business practice (such as soliciting, accepting, or attempting to provide or accept any kickback) during the tendering process, please contact the following phone number +33 6 07 22 46 28 and/or send an e-mail to transparency@acted.org 

SPECIAL CONDITIONS:

1. ACTED reserves the right to engage in Post-Tendering Price negotiation with the bidders in form of submission of a Counteroffer or direct price negotiation. 
2. Bidders’ selection and awarding criteria will be as detailed in Annex 1 - Evaluation Criteria of this Tender. 
3. Sending their offers to the present call for tender, Bidders acknowledge their agreement with these terms & conditions. 
4. It is mandatory for the Supplier to submit their prices in the Offer Form (PRO-06).  
5. ACTED will accept one final Proposal from each bidder that participates in the Tender. If a bidder wishes to submit an updated Proposal, after submitting their first offer but before the closing date, this should be clearly marked in the email proposal and Financial Offer.
6. Each Bid shall include a unique company name, representative and signature, phone number, and email address. Any similarities between proposals could result in the bid being rejected.
7. Company Stamps should be unique and should include the company name. All information contained in the stamp should be unique to the company submitting the offer. Bidders who use multi stamps will not be considered.
8. The offer will not be considered eligible if the white ink is used, or price corrections are done by hand.

CANCELLATION OF THE TENDER PROCEDURE:

In the event of a tender procedure being cancelled, bidders will be notified by ACTED. Cancellation may occur where:
· The tender procedure has been unsuccessful, namely where no qualitatively or financially worthwhile Proposal has been received or there has been no response at all.
· The economic or technical parameters of the project have been fundamentally altered.
· Exceptional circumstances or force majeure render normal performance of the project impossible.
· All technically compliant tenders exceed the financial resources available.
· There have been irregularities in the procedure, which have prevented fair competition.




CONTACTING MODALITY: 

Upon awarding the contract to the selected supplier, the formal Framework Agreement  between ACTED and the supplier shall be bound by the technical specifications and pricing proposed by the supplier in response to the tender. The supplier shall commit to delivering the items in accordance with the agreed price, technical specifications, and works completion timeline as specified in the tender.

A separate Purchase Order will be issued by acted under the resulting Framework Agreement once there is an actual need by acted. 

Company Name:				_________________________

Authorized Representative Name: 		_________________________

Signature:				_________________________

Stamp:					_________________________
































Annex 1 – Selection & Evaluation Criteria 

Tender Reference: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

Evaluation Criteria: 

This part tends to clarify Acted selection methodology by showing the different criteria of selection. The tender evaluation will follow the “Pass/Fail”  
All technical offers will be sent along to the technical referent and will be evaluated.  
If the supplier passes the exclusion criteria, it will be considered as “Pass”.  
Then lowest price who pass the technical awarding criteria will be awarded the contract. 

	[bookmark: _Hlk135577403]Criteria
	Supporting Documents
	Evaluation Method 

	                                                     Exclusion Criteria
	

	



BEST MEMO Documents
	· Signed Pro-03.2 Supplier Questionnaire_V2.0_Final.
· Signed Pro-06.2 Supplier Ethical Declaration_2.0_V.Ar
· [bookmark: _Hlk135644602]Bidder’s Legal Representative National ID or Passport
· Business Registration Certificate 


	
It is optional for the bidders to submit the documents at tendering stage; however, it will be mandatory for the awarded bidder to submit them before Contracting. 



	Awarding Criteria

	Technical Awarding Criteria

	
Meeting acted minimum acceptable technical specifications and requirements.

	
· Technical data sheet and/ or 
              Catalogue. 
· Technical Proposal – Annex 2
 
	

Pass/Fail

	Delivery Time
	· Technical Proposal – Annex 2 
	                    Pass/Fail

	Financial Awarding Criteria 

	Financial offer 
	PRO-06 – ACTED’s Financial Offer

	Lowest price  

















Annex 2 – Technical Proposal  

(To be filled by the bidders) 

Tender Reference: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

	1. Do the items the company will supply meet Acted minimum acceptable technical specification? 

¨ Yes  ¨ No


(Please provide technical data sheet/ catalogue or specification for the item along with technical drawings) 

	Description
	Compliance to the specifications 
	Note 
(To be filled in case of any discrepancies) 

	Frame
(hot rolled galvanized steel-st37-Low carbon profil- weldable )
	Roof Beam 1
Type:Rectangular Tube Frame 
Dimensions: 50mm x 100 mm 
thickness: 1.5 mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 2
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1.2  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 3
Type:Square Tube Frame 
Dimensions: 40mm x 40 mm 
thickness: 1.5  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 4
Type:Rectangular Tube Frame 
Dimensions: 20mm x 40 mm 
thickness: 1.5  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 5
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 6
Type:Rectangular Tube Frame 
Dimensions:60mm x 80 mm 
thickness: 1.5  mm 
	¨ Yes  ¨ No
	

	
	Roof Beam 7
Type:Rectangular Tube Frame 
Dimensions:30mm x 50 mm 
thickness: 1.2 mm 
	¨ Yes  ¨ No
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:140mm x 60 mm 
thickness: 4 mm 
	¨ Yes  ¨ No
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:160mm x 80 mm 
thickness: 3  mm 
	¨ Yes  ¨ No
	

	
	Folding Beam
Type: P-Shape Steel
Dimensions: 37mm x 60 mm 
thickness: 2mm
 
	¨ Yes  ¨ No
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:170mm x 50 mm 
thickness: 2.5  mm 
	¨ Yes  ¨ No
	

	Hinges
Cat.1
	Material thickness – 1.7 mm
Frame hinges
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	¨ Yes  ¨ No
	

	Hinges
Cat.2
	Material thickness – 5 mm
Frame hinges 
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	¨ Yes  ¨ No
	

	High-temperature resistant 5 mm silicone non-combustible rock
Flame-retardant
	¨ Yes  ¨ No
	

	Membranes (sheets) 3 mm (Galvanized sac ) 
Plate dimensions: 1500x6000x3 mm 
low carbon - weldable 
	¨ Yes  ¨ No
	

	Hinges
	Dimensions:
9x1.5 cm
Compatible with doors and windows 
Product Composition:
Interior: Durable sheet metal
Exterior: Plastic coating
Ease of Installation:
Easily mountable
Can be installed using a drill and screws
Min screws count is 8.
Distributed as demonstrated in the photo 
	¨ Yes  ¨ No
	

	Window and Door
	Acoustic Aluminum Window Handle
	¨ Yes  ¨ No
	

	
	Door Handle 
Nickel Satin Room Door Handle (Set of 2 - Front and Back double set )
8 screws 
Right direction 
The hight Is 30 cm 
	¨ Yes  ¨ No
	

	
	Door Lock, Lock body and Catch plate 
Should complies with  TS EN 12209 standard. 
Suitable lock for foldable container doors and compatible with the mentioned  door handle  
It typically includes the following components:

1 Cylinder (Barel): This is the main part of the lock, made of brass with a nickel coating. 
1 Mounting Screw: Used for easy installation.

Multi spindle door lock

3 Keys: Nickel-plated, multi-channel keys for secure and convenient use.

Lock Body is included

Material of Lock Body: Galvanizli steel

Color of lock Body : Silver color 

2 door lock catch plates: made of iron, high hardness and wear corrosion, anti-oxidation. (Mentioned Hanlde, lock, body lock, and lock catch plate are compatible) 

The mentioned Door Hanlde, the lock, catch plates and the lock body should be compatible) 
	¨ Yes  ¨ No
	

	
	Ready Window 90 x 90 Ready PVC Window with Glass
Frame
White PVC Frame supported by steel membranes 
Othrer properties 
one side could be open fixed with two higes  (already mentioned)
compatible with the window handle (already mentioned)
	¨ Yes  ¨ No
	

	
	PVC Door and Window Seal Gasket PVC Gasket
	¨ Yes  ¨ No
	

	
	White PVC Frame supported by steel membranes  suitable for 90x90 cm window frames 
	¨ Yes  ¨ No
	

	Super Assembly Adhesive 300 ml
	It is a construction assembly adhesive for bonding and gap filling purposes. It is used for all assembly bonding tasks in both indoor and outdoor environments. It is resistant to weather conditions, water, and chemicals. It allows for assembly without the need for nails, drills, or screws. It bonds PVC and wooden skirting boards, sills, door and window thresholds, connection boxes, synthetic materials, decorative stones and ceramic tiles, concrete, bricks, plaster, plastic, wooden and metal panels.

Specifications:

It is single-component.
It is solvent-based.
It is heat-resistant.
It is weather-resistant.
	¨ Yes  ¨ No
	

	   Roof Covering Plate
	Galvanized color metal sheet of 0.8mm thickness, with white-gray color, cold-formed with natural rainspout system
	¨ Yes  ¨ No
	

	Roof Insulation Layer
	50mm thickness Rockwool sandwich panel, with 0.4mm thickness galvanized color metal sheet on both side
	¨ Yes  ¨ No
	

	PVC Flooring
	 Plastic floor leather 2mm thickness to be fixed by glue 
6 x 36 inch
Color: wood pattern 
	¨ Yes  ¨ No
	

	Floor Board
	Cement calcium silicate board 18mm thickness
	¨ Yes  ¨ No
	

	Bottom Sealing
	PU foam seal at the four sides;
750 ml
	¨ Yes  ¨ No
	

	Container House Wall panels
	Thickeness: 50mm /75mm;
Insulation Core: Fiber glass / Rockwool / EPS;
 A2 class fire resistance Rockwool sandwich panel, 50mm thickness with 0.4mm thickness galvanized color metal sheet on both side;
	¨ Yes  ¨ No
	

	Providing and Installing White Plastic PVC Wall and Ceiling Cladding (As shown in Lambri sheet)
Shape: Flat
Appearance: Patterned
Depth: 1 cm
Color: White
	¨ Yes  ¨ No
	

	Electric
	Electic wires
Providing and extending main electrical wires of good pure copper diameter of 2 * 4 mm
	¨ Yes  ¨ No
	

	
	Plug Socket
Voltage:220 volt 
Amberage: 16A
Grounding: Grounded 
Material: Fire Resisting 
	¨ Yes  ¨ No
	

	
	Bulb socket
E27 Socket for bulbs 
	¨ Yes  ¨ No
	

	
	Bulb
50-65w Led bulb white color(6500K) 
	¨ Yes  ¨ No
	

	
	Electric Wires Duct
Hard Plastic 20X10 Cable Duct with Self-Adhesive 2 Meters
	¨ Yes  ¨ No
	

	
	differencial breaker
- Residual Current Circuit Breaker (RCCB): Humble AC 2P 6kA RCCB RCD designed for protection against electric shock and fire caused by earth fault currents.
- Type: 10mA electronic type.
- Power Supply Connection: The power supply should enter from the top and exit from the bottom. The neutral wire should be on the left, and the live wire should be on the right.
- Nominal Voltage: The default nominal voltage for the product is 230V.
- Application: Suitable for electrical circuits with a nominal voltage of 230/400V AC and a frequency of 50/60Hz. Rated for a nominal current up to 16A.
- Protection: The RCCB provides indirect protection for the operator against electric shock by disconnecting the exposed live parts if they are properly connected to an appropriate pole. It also protects against fire hazards due to earth fault currents when there is a failure in the overcurrent protection device.
- Color: White.
- Material: Made from ABS plastic.
- Package Contents: The package includes 1 circuit breaker. No other items are included.
Special Tips:
1. Supplementary Protection: An RCCB with a nominal sensitivity of up to 10mA can be used as a supplementary protection device if the other protective device fails to provide protection against electric shock.
2. Non-Professional Use: Designed for household installations and similar applications, the RCCB is intended for use by non-professionals and requires no maintenance.
3. Protection Mechanism: The RCCB provides protection against electric shocks caused by direct contact with either of the two protected lines or by leakage current between these two lines.
4. Overvoltage and Overcurrent Precautions: To guard against potential overvoltages and overcurrents at the power input side, it is recommended to install special devices like surge protectors, lightning arresters, etc., on the input line of the RCCB.
5. Functionality Compliance: The RCCB with an "ON-OFF" indicator device is considered functional if it meets the above conditions and applications.
- Product: 2P 6kA RCCB RCD 230V, 16A 10mA electronic type.
- Features: Provides protection against electric shocks and fire hazards caused by earth fault currents, non-professional use, no maintenance required.
- Installation and wiring included
install surge protection devices on the input line.
- Packaging: Includes 1 circuit breaker in the package.
- The case must be durable, water and dust proof and compatible the differential breaker
- The case should be fixable to the container walls without the possibility of falling down.
	¨ Yes  ¨ No
	

	Equipment 
	Rubber Roller for Glue
Length: 4"
	¨ Yes  ¨ No
	

	Drilling Screws
	Countersunk Head Drill Bit Smart Screw Set 420 pcs
This set includes a variety of self-drilling screws with countersunk heads, commonly used for fastening applications in construction and manufacturing. The screws are sorted by size and come with an organizer box for convenient storage and use.
Contents of the Set:
- Countersunk Head Drill Bit Screws:
  - 40 pcs - 3.9 x 13 mm
  - 40 pcs - 5.5 x 55 mm
  - 40 pcs - 3.9 x 16 mm
  - 40 pcs - 3.9 x 19 mm
  - 40 pcs - 3.9 x 25 mm
  - 40 pcs - 3.9 x 32 mm
  - 40 pcs - 4.2 x 13 mm
  - 40 pcs - 4.2 x 16 mm
  - 40 pcs - 4.2 x 19 mm
  - 40 pcs - 4.2 x 25 mm
  - 30 pcs - 4.2 x 32 mm
  - 30 pcs - 4.2 x 18 mm
 
- Organizer:
  - 1 Organizer Box: Included for easy storage and sorting of screws.
 
Key Features:
- Material: High-quality steel for durability and strength.
- Design: Countersunk head allows for a flush finish with the surface, providing a neat appearance.
- Self-Drilling: Equipped with a drill bit tip for easy penetration without the need for pre-drilling.
- Organized Storage: Comes with a sturdy organizer box, ensuring that screws are kept in order and are easy to access when needed.
 
Packaging:
- Total: 420 screws, sorted by size in the organizer box.
 
	¨ Yes  ¨ No
	

	TARPAULIN
	Heavy Duty Tarp 
High-quality tarpaulin: stitched on all four sides (double layer) and with fastening capsules (holes) at 1-meter intervals on each side. 
Durable, waterproof, and snowproof.
First-classIt is UV-stabilized and protected from sunlight. 
Edges are stitched and equipped with metal eyelets.
All materials suitable for installation like (wires ropes  clips or metal caps)
(The ability to use it to above the container, in the walls and in front of the container) 
Dimensions 
5x8 m
Other Features
 100% waterproof tarpaulin provides all-weather protection for your belongings
 Anti-UV material prevents damage from sun exposure
Tear-resistant design ensures durability and longevity
Reinforced grommets offer a secure and stable fit
 Perfect for camping, tent storage, and outdoor activities
Other supplements 
should be provided by the needed supplements like robes and hinges to be fixed to the container and installed in durable way. 
	¨ Yes  ¨ No
	

	Carpet felt (Keçe)
	Thickness: min 5mm 
Product Type: Felt Carpet
Yarn Type: 100% Polyester
Base: Gel Base
roll
	¨ Yes  ¨ No
	




	

	












	2. Does the company possess the capacity to deliver the specified items within 1 month from contract signature?  ¨ Yes  ¨ No 


(Please provide a timeline for delivery)

	

		Description
	Delivery location
	Delivery and completion Lead time 

	Rehabilitation and Upgrading of Foldable Containers in Hatay
	Opet Camp, Kirikhan – Hatay.
	







Company Name:				_________________________

Authorized Representative Name: 		_________________________

Signature:				_________________________

Stamp:					________________________






























BIDDER’S CHECK LIST ACTED Turkey

Date: 08/07/2024

Tender N°: T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2


BEFORE SENDING YOUR BIDDING DOCUMENTS, PLEASE CHECK THAT EACH OF THE FOLLOWING ITEMS IS COMPLETE AND RESPECTS THE INSTRUCTIONS TO BIDDERS’ CONDITIONS:
	#
	Description
	To be filled in by Bidder
	For ACTED use only (to be filled in by Purchase Committee)

	
	
	Included
	Present
	Comments

	
	
	Yes
	No
	Yes
	No
	

	1
	Instructions to Bidders (PRO-05) signed & stamped by the Bidder (electronic signature and/or stamp is not accepted) 
	
	
	
	
	

	2
	Original Offer Form (PRO-06) dated, filled, signed & stamped by the Bidder (detailed as per the requested currency) 
	
	
	
	
	

	3
	Supplier Questionnaire (PRO-06.1) dated, filled, signed & stamped by the Bidder 
	
	
	
	
	

	4
	ACTED Ethical Declaration (PRO-06.2) dated, filled, signed & stamped by the Bidder
	
	
	
	
	

	5
	Bidder’s official registration documents 
	
	
	
	
	

	6
	Bidder’s legal representative national ID or passport 
	
	
	
	
	

	7
	Technical data sheet or catalogue 
	
	
	
	
	

	8
	Annex 2 – Technical Proposal  
	
	
	
	
	



First & Last Name of Bidder’s authorized representative: ________________________

Position of Bidder’s authorized representative:		________________________

Authorized signature:					________________________














OFFER FORM ACTED Turkey

Tender N° : T/17FWC/WHG/RLD/Gaziantep/08-07-2024/2

Description:  Rehabilitation and Upgrading of Foldable Containers in Hatay

Date (filled in by Bidders):  

To be Filled by Bidder (COMPULSORY)
	Company’s Name 
(as per registration documents)
	

	Company Authorized Representative’s Name
(As per registration documents or duly signed Power of Attorney)
	

	Company Registration Number
	

	Registration body
	

	Company’s mailing address
Shop/Office/Building No
Street name
City
Governorate/province/district
Country
	

	A commercial representative for the bid 
(If different from authorized representative)
	

	Phone contact number
Landline
Mobile No
	

	Email address
	




I undersigned (to be filled in by Bidders) ___________________________________________________________________________________________________________  agree to provide ACTED, a non-profit NGO, with services answering the following requirements, according to the general conditions and responsibilities that I engage myself to follow.
Please fill in the following tables:

	Description
	 Unit 
	QYT
	Unit price Including Installation fees and KDV %

	Frame
(hot rolled galvanized steel-st37-Low carbon profil- weldable )
	Roof Beam 1
Type:Rectangular Tube Frame 
Dimensions: 50mm x 100 mm 
thickness: 1.5 mm 
	1 Meter
	1
	

	
	Roof Beam 2
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1.2  mm 
	1 Meter
	1
	

	
	Roof Beam 3
Type:Square Tube Frame 
Dimensions: 40mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 4
Type:Rectangular Tube Frame 
Dimensions: 20mm x 40 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 5
Type:Square Tube Frame 
Dimensions: 20mm x 20 mm 
thickness: 1  mm 
	1 Meter
	1
	

	
	Roof Beam 6
Type:Rectangular Tube Frame 
Dimensions:60mm x 80 mm 
thickness: 1.5  mm 
	1 Meter
	1
	

	
	Roof Beam 7
Type:Rectangular Tube Frame 
Dimensions:30mm x 50 mm 
thickness: 1.2 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:140mm x 60 mm 
thickness: 4 mm 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:160mm x 80 mm 
thickness: 3  mm 
	1 Meter
	1
	

	
	Folding Beam
Type: P-Shape Steel
Dimensions: 37mm x 60 mm 
thickness: 2mm
 
	1 Meter
	1
	

	
	Floor Beam
Type:Rectangular Tube Frame 
Dimensions:170mm x 50 mm 
thickness: 2.5  mm 
	1 Meter
	1
	

	Hinges
Cat.1
	Material thickness – 1.7 mm
Frame hinges
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	

	Hinges
Cat.2
	Material thickness – 5 mm
Frame hinges 
Heavy Dutey-galvanized sheet (12 cm length) 
Fixed to frame by welding 
Able to function as a connector between container frames
	PCs
	1
	

	High-temperature resistant 5 mm silicone non-combustible rock
Flame-retardant
	1 Square Meter
	1
	

	Membranes (sheets) 3 mm (Galvanized sac ) 
Plate dimensions: 1500x6000x3 mm 
low carbon - weldable 
	PCs
	1
	

	Hinges
	Dimensions:
9x1.5 cm
Compatible with doors and windows 
Product Composition:
Interior: Durable sheet metal
Exterior: Plastic coating
Ease of Installation:
Easily mountable
Can be installed using a drill and screws
Min screws count is 8.
Distributed as demonstrated in the photo 
	PCs
	1
	

	Window and Door
	Acoustic Aluminum Window Handle
	PCs
	1
	

	
	Door Handle 
Nickel Satin Room Door Handle (Set of 2 - Front and Back double set )
8 screws 
Right direction 
The hight Is 30 cm 
	PCs
	1
	

	
	Door Lock, Lock body and Catch plate 
Should complies with  TS EN 12209 standard. 
Suitable lock for foldable container doors and compatible with the mentioned  door handle  
It typically includes the following components:

1 Cylinder (Barel): This is the main part of the lock, made of brass with a nickel coating. 
1 Mounting Screw: Used for easy installation.

Multi spindle door lock

3 Keys: Nickel-plated, multi-channel keys for secure and convenient use.

Lock Body is included

Material of Lock Body: Galvanizli steel

Color of lock Body : Silver color 

2 door lock catch plates: made of iron, high hardness and wear corrosion, anti-oxidation. (Mentioned Hanlde, lock, body lock, and lock catch plate are compatible) 

The mentioned Door Hanlde, the lock, catch plates and the lock body should be compatible) 
	PCs
	1
	



	
	Ready Window 90 x 90 Ready PVC Window with Glass
Frame
White PVC Frame supported by steel membranes 
Othrer properties 
one side could be open fixed with two higes  (already mentioned)
compatible with the window handle (already mentioned)
	PCs
	1
	

	
	PVC Door and Window Seal Gasket PVC Gasket
	Meter
	1
	

	
	White PVC Frame supported by steel membranes  suitable for 90x90 cm window frames 
	Meter
	1
	

	Super Assembly Adhesive 300 ml
	It is a construction assembly adhesive for bonding and gap filling purposes. It is used for all assembly bonding tasks in both indoor and outdoor environments. It is resistant to weather conditions, water, and chemicals. It allows for assembly without the need for nails, drills, or screws. It bonds PVC and wooden skirting boards, sills, door and window thresholds, connection boxes, synthetic materials, decorative stones and ceramic tiles, concrete, bricks, plaster, plastic, wooden and metal panels.

Specifications:

It is single-component.
It is solvent-based.
It is heat-resistant.
It is weather-resistant.
	PCs
	1
	

	   Roof Covering Plate
	Galvanized color metal sheet of 0.8mm thickness, with white-gray color, cold-formed with natural rainspout system
	Squared Meter
	1
	

	Roof Insulation Layer
	50mm thickness Rockwool sandwich panel, with 0.4mm thickness galvanized color metal sheet on both side
	Squared Meter
	1
	

	PVC Flooring
	 Plastic floor leather 2mm thickness to be fixed by glue 
6 x 36 inch
Color: wood pattern 
	PCs
	1
	

	Floor Board
	Cement calcium silicate board 18mm thickness
	Squared Meter
	1
	

	Bottom Sealing
	PU foam seal at the four sides;
750 ml
	PCs
	1
	

	Container House Wall panels
	Thickeness: 50mm /75mm;
Insulation Core: Fiber glass / Rockwool / EPS;
 A2 class fire resistance Rockwool sandwich panel, 50mm thickness with 0.4mm thickness galvanized color metal sheet on both side;
	Squared Meter
	1
	


	Providing and Installing White Plastic PVC Wall and Ceiling Cladding (As shown in Lambri sheet)
Shape: Flat
Appearance: Patterned
Depth: 1 cm
Color: White
	Squared Meter
	1
	


	Electric
	Electic wires
Providing and extending main electrical wires of good pure copper diameter of 2 * 4 mm
	1 Meter
	1
	

	
	Plug Socket
Voltage:220 volt 
Amberage: 16A
Grounding: Grounded 
Material: Fire Resisting 
	PCs
	1
	

	
	Bulb socket
E27 Socket for bulbs 
	PCs
	1
	

	
	Bulb
50-65w Led bulb white color(6500K) 
	PCs
	1
	

	
	Electric Wires Duct
Hard Plastic 20X10 Cable Duct with Self-Adhesive 2 Meters
	PCs
	1
	

	
	differencial breaker
- Residual Current Circuit Breaker (RCCB): Humble AC 2P 6kA RCCB RCD designed for protection against electric shock and fire caused by earth fault currents.
- Type: 10mA electronic type.
- Power Supply Connection: The power supply should enter from the top and exit from the bottom. The neutral wire should be on the left, and the live wire should be on the right.
- Nominal Voltage: The default nominal voltage for the product is 230V.
- Application: Suitable for electrical circuits with a nominal voltage of 230/400V AC and a frequency of 50/60Hz. Rated for a nominal current up to 16A.
- Protection: The RCCB provides indirect protection for the operator against electric shock by disconnecting the exposed live parts if they are properly connected to an appropriate pole. It also protects against fire hazards due to earth fault currents when there is a failure in the overcurrent protection device.
- Color: White.
- Material: Made from ABS plastic.
- Package Contents: The package includes 1 circuit breaker. No other items are included.
Special Tips:
1. Supplementary Protection: An RCCB with a nominal sensitivity of up to 10mA can be used as a supplementary protection device if the other protective device fails to provide protection against electric shock.
2. Non-Professional Use: Designed for household installations and similar applications, the RCCB is intended for use by non-professionals and requires no maintenance.
3. Protection Mechanism: The RCCB provides protection against electric shocks caused by direct contact with either of the two protected lines or by leakage current between these two lines.
4. Overvoltage and Overcurrent Precautions: To guard against potential overvoltages and overcurrents at the power input side, it is recommended to install special devices like surge protectors, lightning arresters, etc., on the input line of the RCCB.
5. Functionality Compliance: The RCCB with an "ON-OFF" indicator device is considered functional if it meets the above conditions and applications.
- Product: 2P 6kA RCCB RCD 230V, 16A 10mA electronic type.
- Features: Provides protection against electric shocks and fire hazards caused by earth fault currents, non-professional use, no maintenance required.
- Installation and wiring included
install surge protection devices on the input line.
- Packaging: Includes 1 circuit breaker in the package.
- The case must be durable, water and dust proof and compatible the differential breaker
- The case should be fixable to the container walls without the possibility of falling down.
	PCs
	1
	



	Equipment 
	Rubber Roller for Glue
Length: 4"
	PCs
	1
	

	Drilling Screws
	Countersunk Head Drill Bit Smart Screw Set 420 pcs
This set includes a variety of self-drilling screws with countersunk heads, commonly used for fastening applications in construction and manufacturing. The screws are sorted by size and come with an organizer box for convenient storage and use.
Contents of the Set:
- Countersunk Head Drill Bit Screws:
  - 40 pcs - 3.9 x 13 mm
  - 40 pcs - 5.5 x 55 mm
  - 40 pcs - 3.9 x 16 mm
  - 40 pcs - 3.9 x 19 mm
  - 40 pcs - 3.9 x 25 mm
  - 40 pcs - 3.9 x 32 mm
  - 40 pcs - 4.2 x 13 mm
  - 40 pcs - 4.2 x 16 mm
  - 40 pcs - 4.2 x 19 mm
  - 40 pcs - 4.2 x 25 mm
  - 30 pcs - 4.2 x 32 mm
  - 30 pcs - 4.2 x 18 mm
 
- Organizer:
  - 1 Organizer Box: Included for easy storage and sorting of screws.
 
Key Features:
- Material: High-quality steel for durability and strength.
- Design: Countersunk head allows for a flush finish with the surface, providing a neat appearance.
- Self-Drilling: Equipped with a drill bit tip for easy penetration without the need for pre-drilling.
- Organized Storage: Comes with a sturdy organizer box, ensuring that screws are kept in order and are easy to access when needed.
 
Packaging:
- Total: 420 screws, sorted by size in the organizer box.
 
	Set
	1
	

	TARPAULIN
	Heavy Duty Tarp 
High-quality tarpaulin: stitched on all four sides (double layer) and with fastening capsules (holes) at 1-meter intervals on each side. 
Durable, waterproof, and snowproof.
First-classIt is UV-stabilized and protected from sunlight. 
Edges are stitched and equipped with metal eyelets.
All materials suitable for installation like (wires ropes  clips or metal caps)
(The ability to use it to above the container, in the walls and in front of the container) 
Dimensions 
5x8 m
Other Features
 100% waterproof tarpaulin provides all-weather protection for your belongings
 Anti-UV material prevents damage from sun exposure
Tear-resistant design ensures durability and longevity
Reinforced grommets offer a secure and stable fit
 Perfect for camping, tent storage, and outdoor activities
Other supplements 
should be provided by the needed supplements like robes and hinges to be fixed to the container and installed in durable way. 
	m2
	1
	

	Carpet felt (Keçe)
	Thickness: min 5mm 
Product Type: Felt Carpet
Yarn Type: 100% Polyester
Base: Gel Base
roll
	m2
	1
	





Name of Bidder’s Authorized Representative: ________________________

Authorized signature and stamp: 	________________________

Date: 	______________________
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Leakage Current breaker

Used for home installation and other similar applications, for non
professional operations, and does not require maintenance.
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